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A fire alarm system with approved components,
devices or equipment is installed according to
NFPA 72, National Fire Alarm Code, to provide
effective warning of fire in any part of the building.
Activation of the complete fire alarm system is by
manual fire alarm initiation, automatic detection or
extinguishing system operation. Pull stations in
patient sleeping areas may be omitted provided
that manual pull stations are within 200 feet of
nurse's stations. Pull stations are located in the
path of egress. Electronic or written records of
tests are available. A reliable second source of
power is provided. Fire alarm systems are
maintained in accordance with NFPA 72 and
records of maintenance are kept readily available.
There is remote annunciation of the fire alarm
system to an approved central station. 19.3.4,
9.6

This STANDARD is not met as evidenced by:

By observation the fire alarm panel was in a
trouble condition upon arrival. The panel showed
smoke detector plenum device was in trouble.

K 056 | NFPA 101 LIFE SAFETY CODE STANDARD K 056 12/19/05

If there is an automatic sprinkler system, it is
installed in accordance with NFPA 13, Standard
for the Installation of Sprinkler Systems, to
provide complete coverage for all portions of the
building. The system is properly maintained in
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accordance with NFPA 25, Standard for the
Inspection, Testing, and Maintenance of
Water-Based Fire Protection Systems. It is fully
supervised. There is a reliable, adequate water
supply for the system. Required sprinkler
systems are equipped with water flow and tamper
switches, which are electrically connected to the
building fire alarm system.  19.3.5

This STANDARD is not met as evidenced by:

By discussion and documentation the sprinkler
system had been regularly tested but not certified
annually. The system shall be properly
maintained in accordance with NFPA 25,
Standard for the Inspection, Testing, and
Maintenance of water-based fire protection
systems. Provide annual certification for the
sprinkler system.
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